Press Release ˙Press Release ˙Press Release ˙Press Release˙Press Release

 

[image: image1.png]AAEON Ti

m

CHNOLOGY INC.




Address:

1F, No.6, Alley 6, Lane 45, Pao Hsin Road,

Hsin Tien City,

Taipei, Taiwan, R.O.C.

Tel: 886-2-2912-1234

Fax: 886-2-2913-0792

E-mail: sales@mail.aaeon.com.tw
http: //www.aaeon.com.tw

Contact:

Ms. Liwen Lin

ext. 611


SBC-411/411E

AMD 486 Half-size CPU Cards with Flash Disk & Ethernet (411E)
Date: July 10, 1998


The SBC-411 (non-Ethernet) & 411E (with Ethernet) are Half-size AMD DX5-133 CPU cards with new DiskOnChip® Flash Disk. These 7.3” X 4.8” boards have an ISA bus interface for use with backplanes or can be used as stand-alone controllers.

The DiskOnChip® Flash Disk supports system boot-up and memory storage up to 72 MB. This is a far superior solution to a standard hard drive as the flash disk has no mechanical parts and does not require the usage of a bus, slot or connector. 

Other onboard features includes two high speed RS-232 ports, one multi-mode (EPP/EPP/SPP) parallel port, a floppy drive controller, an enhanced IDE controller and a keyboard/PS/2 mouse interface.

The SBC-411/411E includes the following features:

· Embedded 486 CPU eliminates CPU supply & vibration worries

· Ali M1489/M1487 chipset

· One 72-pin DRAM socket can handle up to 32 MB

· Two RS-232 COM ports

· PC/104 connector

· PCI 10BaseT Ethernet controller, NE2000 compatible (411E only)
· Supports remote boot ROM function (411E only)
· Watchdog timer, from 2 sec. to 128 min. in 1 sec. steps

· Integrated DiskOnChip for memory storage, 2 to 72MB

· Multimode parallel port (SPP/EPP/ECP) – can be LPT1 to 3

· Floppy drive controller supports up to 2 drives

· Enhanced IDE controller with PIO Modes 3 & 4

· Keyboard / PS/2 mouse interface

· RAM and DOC not included – available separately

