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SBC-456/456E
AMD 486 Half-size CPU Cards with LCD, SSD & Ethernet (456E)
Date: July 15, 1998


The SBC-456 (non-Ethernet) & 456E (with Ethernet) are Half-size AMD DX5-133 CPU cards with a VGA/LCD interface and the Flash Disk. These compact boards have an ISA bus interface for use with backplanes or can be used as stand-alone controllers.

The on-board C&T 65550 is a high performance VGA/LCD Windows accelerator. It supports a wide range of flat panel displays. The DiskOnChip® Flash Disk supports system boot-up and memory storage up to 72 MB. This is a far superior solution to a standard hard drive as the flash disk has no mechanical parts and does not require the usage of a bus, slot or connector. 

Other onboard features includes:

· Embedded 486 CPU eliminates CPU supply & vibration worries

· Ali M1489/M1487 chipset

· Onboard 128KB L2 cache

· C&T 65550 VGA video controller for CRTs, flat panel displays

· 1 MB display memory onboard, 2 MB optional

· Two 72-pin DRAM sockets can handle up to 64 MB

· (2) COM ports – (1) RS-232, (1) RS-232/422/485 

· (1) IrDA connector

· PC/104 connector

· 10BaseT Ethernet controller (456E only)
· Supports remote boot ROM function (456E only)
· Watchdog timer, from 2 sec. to 128 min. in 1 sec. steps

· Integrated DiskOnChip for memory storage, 2 to 72MB

· Multimode parallel port (SPP/EPP/ECP) – can be LPT1 to 3

· Floppy drive controller supports up to 2 drives

· Enhanced IDE controller with PIO Modes 3 & 4, Bus Mastering

· Keyboard / PS/2 mouse interface

