Title:


RTL8139(A/B/BL/C/8130) Driver OEMSETUP DISK

History:


V3.70  --   07/26/1999

Name:


RTSOEM.370
Released By:

Vincent
Update reason from Oemdisk 360 to 370 

	Driver Type
	Old Ver
	New Ver
	Reason

	RSET8139 EXE
	Ver403
	Ver500
	1. Initialize Wakeup Frame Register

2. Enable Wakeup Frame Function in ACPI Test

	LINUX
	Ver1.04
	Ver1.04 
	None Changed

Refer to : http://cesdis.gsfc.nasa.gov/linux/drivers/rtl8139.html

	MSLANMAN DOS
	Ver321
	Ver321
	None Changed

	MSLANMAN OS2
	Ver321
	Ver321
	None Changed

	NDIS2DOS
	Ver321
	Ver321
	None Changed

	NDIS2OS2
	Ver321
	Ver321
	None Changed

	NT351
	Ver360
	Ver364
	1. Initialize Wake_up frame register

2. Enable MSWFB

3. Enable adjusting EarlyTxThreshold

4. ISR handling: exit when ISR = 0xffff

5. Clear ACPI registers on initailization

	NWCLIENT\DOS
	Ver311
	Ver311
	None Changed

	NWCLIENT\OS2
	Ver313
	Ver313
	None Changed

	NWSERVER
	Ver327
	Ver327
	None Changed

	CLIENT32
	Ver327
	Ver327
	None Changed

	RTSPKT
	Ver317
	Ver317
	None Changed

	SCO
	Ver313
	Ver313
	None Changed

	WFW311
	Ver313
	Ver313
	None Changed

	W95OSR2
	Ver360
	Ver364
	1. Initialize Wake_up frame register

2. Enable MSWFB

3. Enable adjusting EarlyTxThreshold

4. ISR handling: exit when ISR = 0xffff

5. Clear ACPI registers on initialization
6. Fix compatability problem found at NSTL (Cardbus)

7. Installed with PCMCIA adapter on NT4. (Cardbus)

	WIN95A
	Ver360
	Ver364
	1. Initialize Wake_up frame register

2. Enable MSWFB

3. Enable adjusting EarlyTxThreshold

4. ISR handling: exit when ISR = 0xffff

5. Clear ACPI registers on initailization

	WIN98
	Ver360
	Ver364
	1. Initialize Wake_up frame register

2. Enable MSWFB

3. Enable adjusting EarlyTxThreshold

4. ISR handling: exit when ISR = 0xffff

5. Clear ACPI registers on initailization

	WIN98\REALMP
	Ver1.00
	Ver1.00
	None Changed

	WINNT
	Ver360
	Ver364
	1. Initialize Wake_up frame register

2. Enable MSWFB

3. Enable adjusting EarlyTxThreshold

4. ISR handling: exit when ISR = 0xffff

5. Clear ACPI registers on initialization
6. Fix compatability problem found at NSTL (Cardbus)

7. Installed with PCMCIA adapter on NT4. (Cardbus)

	WIN2000
	Ver360
	Ver364
	1. Initialize Wake_up frame register

2. Enable MSWFB

3. Enable adjusting EarlyTxThreshold

4. ISR handling: exit when ISR = 0xffff

5. Clear ACPI registers on initailization

	FREEBSD  
	Ver3.0
	Ver3.0
	None Changed

	DMI
	Ver1.01
	Ver1.01
	None Changed

	Unix Ware 7
	Ver100
	Ver100
	None Changed

	WinDiag\Win9x
	Ver1.01
	Ver1.01
	None Changed

	WinDiag\WINNT4
	Ver1.01
	Ver1.01
	None Changed


