How to update the BIOS of VDX-6327
1. Prepare a USB thumb drive with DOS system (win98, freedos, or dos6.22)

       and copy the rom file of 6327A5.rom to the USB thumb drive.
       Also copy the file “ SPIFLASH.exe” to the USB thumb drive.

2. Power on the board of VDX-6327 and into the DOS system and type in the commend as below 

                                C:\>spiflash u 6327A5.rom   press “enter”
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    3. Waiting for the ADDR’s number run until 40000
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SPIFLASH 1.17 (May 21 2688)

(C) Copyright 2887 DHP Electromics Inc.
CPU name = UortexB6DX

SPI base address = fc88

send RDID cad

read device ID

Device ID=c2 28 15

Flash type = MX25L1685, ok

Update flash rom data from 6354ad.rom:
ADDR : 2B886,40808
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(C) Copyright 2887 DHP Electronics Inc.
CPU name = Vortex86DX

SPI base address = fc88

send RDID cmd

read device ID

Device ID=c2 28 15

Flash type = MX25L1685, ok

Update flash rom data from 6354a4.rom:
ADDR : 48888/48000

96 blank data block(s) skipped




4.  When finish the update. Reboot VDX-6327 board and into BIOS setting. 

5.  Select “Exit”, choose “Load Failsafe Defaults” press “OK”, 

     then choose “Load Optional Defaults” press “OK”.
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6.  Press “F10” to save setting.

7.  Done

8.  Now you can get into the BIOS again to see if you can see what I show you on last email.
